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Resumen. La vida útil y la fiabilidad de un transformador de potencia dependen en gran medida de

los modos de refrigeración, ya que el calor excesivo es la principal causa del deterioro de la vida útil

del aislamiento. Por esta razón, el enfriamiento óptimo es necesario para evitar la degradación tanto del

aceite como del papel que constituyen el aislante en las bobinas. Los principales objetivos de este trabajo

son analizar la capacidad de enfriamiento del actual diseño de la bobina de baja tensión de un transfor-

madores de potencia de 66 [MVA], 225/26.4 [kV] funcionando en modo ONAN/ONAF de la empresa

Hydro-Québec. A partir de ello, se presentarán mejoras en el diseño actual de la geometría del canal y

se evaluará en relación a otro diseño de canales. La distribución de temperatura, la velocidad del aceite

y la eficiencia en la capacidad de extracción del calor se estimarán a partir de los resultados obtenidos

mediante simulaciones CFD en paralelo con el software Code_Saturne basado en volúmenes finitos.

Keywords: Power Transformer, Winding, Refrigeration, Computational Mechanics.

Abstract. The service life and reliability of a power transformer depend to a large extent on the co-

oling modes, as excessive heat is the main cause of the deterioration of the service life of the insu-

lation. For this reason, optimum cooling is necessary to prevent degradation of both the oil and the

paper that constitute the insulator in the coils. The main objectives of this work are to analyze the co-

oling capacity of the current low voltage coil design of a power transformer of 66 [MVA], 225/26.4

[kV] operating in ONAN/ONAF mode from Hydro-Québec. Based on this, improvements in the cu-

rrent channel geometry design will be presented and evaluated in relation to another channel design.

Temperature distribution, oil velocity and heat extraction capacity efficiency will be estimated from the

results obtained using CFD simulations in parallel with Code_Saturne software based on finite volumes.
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